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This product is IP65 - suitable for installation in zones:

Fitting Instruction
1. Remove the diffuser & decorative rim from the base by turning 45 

degrees anti-clockwise and pulling away from the base tray. 
 
 
 
 
 

2. Loosen but do not remove the gear tray retaining screws. Adjust the 
position of the gear tray to align the hole in the keyhole slots with 
the retaining screws, and remove the gear tray from the base. 
 
 
 

3. Select a suitable cable entry point provided or by drilling into the 
base. 
Position and fix the base to a suitable solid surface using screws 
supplied. Enter supply cable into the luminaire through a previously 
selected hole ensuring that the aperture is smooth, or use a grommet 
where possible. 
 
 
 
 

4. Ensure the domestic electrical mains supply to which the 
luminaire is being connected is turned off. Terminate the cables 
into the terminal block mounted on the underside of the gear tray 
according to the wiring diagram (Fig. 2), ensuring the correct polarity 
is observed and the luminaire is fully earthed. Ensure all conductors 
are fully sleeved and insulated. 
 
 
 
 
 
 

5. Dress any cables away from the edge of the luminaire, re-align the  
gear tray and re-tighten the gear tray retaining screws. 
 
 
 
 
 

6. Re-fit diffuser & decorative rim. Restore electricity and check 
illumination.  

Kinetic Art No. 0670 

 
Thank you for purchasing this HiB product. 
Please read through these instructions carefully and refer back to them 
during installation to ensure that your product is fitted safely and that it 
retains its high quality finish.

Please retain this leaflet for future reference.
Before drilling, ensure there are no hidden cables or pipes in the 
ceiling.

Operation  Instructions
This product is non-dimmable.

Care Instructions
Do not use abrasives or solvents when cleaning this product

Aftercare Service
In the unlikely event that this product should fail please contact HiB 
customer services, contact details shown below.
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1, 2  & Outside Zones
All installations must comply with guidelines which are based on a zonal 
concept. The diagram above illustrates this concept and must be followed 
to ensure the safe installation of electrical appliances in the bathroom. 
These regulations apply to domestic installations only. Installations must be 
made in accordance with the current IEE wiring regulations and relevant 
building regulations. HiB recommends that all electrical bathroom 
products should only be fitted by a suitably qualified, Part P registered 
electrician.

(Fig. 1)

Wiring Diagram (Fig. 2)
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Live supply can be Red or Brown

Earth supply is Green and Yellow

Neutral supply can be Blue or Black

Live is Brown

Earth is Green and Yellow

Neutral is Blue

WEEE compliance
Must not be mixed with general household waste


