
Thank you for purchasing this HiB product. 

Please read through these instructions carefully and refer back to them during installation to ensure that 
your product is fitted safely and that it retains its high quality finish.

Please retain this leaflet for future reference.

Before drilling, ensure there are no hidden cables or pipes in the wall.

Furniture lighting
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Lighting Installation
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Note: 
Apply silicone between the 

furniture lighting and the 
underside of the basin.
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Installation Instruction
This Furniture lighting assembly is designed to be wired directly in to the mains and therefore does not 
have a built in switch. HiB recommend that the lighting is either wired directly to the main bathroom 
circuit, or alternatively wired in to a secondary circuit which can be switched independently. Please 
ensure that the domestic mains electricity circuit to which the item is being connected to is 
switched off before connection. 

1. Ensure that the furniture unit is fitted correctly in place before commencing installation of 
the furniture lighting. Do not fit the basin at this point.  

2. Remove all packaging materials from around the furniture lighting components and lay them out on 
a flat surface, as per Fig. 1. 

3. Insert the corner brackets into the front piece and side pieces (A). Ensure that the fastening holes 
are aligned, and affix the assembly with the small screws provided (B). No action is required at this 
point with the LED driver (C) but care should be taken not to damage this component. 

4. Peel back the film from the two tabs of self-adhesive tape on the undersides of the lighting 
assembly (Fig. 2 A), and then carefully line the assembly up with the top of the furniture unit. Once 
lined up correctly, gently press down on the light strip so that it makes contact with the top of the 
furniture unit (Fig. 2 B).  

5. Connect the wires from each segment of the furniture light into the corresponding connector so 
that each segment is connected to the next. Connect the remaining connector to the LED Driver. 
Route the wires neatly into the back of the furniture unit. 

6. Peel back the film of the self-adhesive tape on the back of the LED driver. As per Fig. 3 A, adhere 
driver to the inside of the furniture unit. Take care that the positioning will not obstruct the 
operation of any doors, drawer runners or the basin fit.  

7. Ensure that the domestic mains electricity supply to which the light is to be connected to is 
switched off. Make the electrical connection to the LED driver, as per the wiring diagram overleaf 
(Fig. 6).  

8. Continue to fit the basin on top of the furniture lighting unit (Fig. 4). HiB recommends the use of a 
small bead of silicone between the furniture lighting and the underside of the basin, however care 
must be taken to clean off any excess silicone from the assembly once the basin is installed. 

 

Cleaning
To preserve the high quality finish of your HiB product, please ensure you regard the following care 
and cleaning recommendations:
•	 Use only a soft dry cloth. 
•	 Wipe off all water spillages as soon as possible
•	 DO NOT USE any abrasives or solvents. 

Aftercare Service 
In the unlikely event that this product should fail please contact HiB customer services, contact details 
shown overleaf.



This product is IP44 - suitable for installation in zones:
All installations must comply with guidelines which are based on a zonal concept. The diagram above 
illustrates this concept and must be followed to ensure the safe installation of electrical appliances in the 
bathroom. These regulations apply to domestic installations only. Installations must be made in accordance 
with the current IEE wiring regulations and relevant building regulations. HiB recommends that all electrical 
bathroom products should only be fitted by a suitably qualified, Part P registered electrician.
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2  & Outside Zones (Fig. 5)

Wiring Diagram (Fig. 6)

Electrical Safety Information 
HiB recommends that all electrical bathroom products should only be fitted by a suitably 
qualified, Part P registered electrician in accordance with current IEE regulations. Ensure mains 
power supply is switched off before starting installation. Before drilling, ensure there are no 
hidden cables or pipes in the wall.

Live supply can be Red or Brown

Earth supply is Green and Yellow

Neutral supply can be Blue or Black
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Live supply is Brown

Neutral supply is Blue

WEEE compliance

Must not be mixed with general household waste


